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OF MULTIPLE CRITERIA RANKING
IN DESIGN OF CELLULAR NETWORKS
OF MOBILE TELECOMMUNICATION
Abstract This paper addresses the planning and design of contemporary networks of
mobile telecommunication where an existing network is subject to far-reaching
development and modification and, thus, an evolution with diverse require-
ments of users and a diverse density of network cells. This leads to considering
the diverse variants of network designs. When several variants of network de-
signs are available, an investor might ask for a ranking of these variants. The
investor is obviously not bound by the results of such a ranking and might select
a variant that is not the highest in the ranking, but an objectified ranking might
help in the selection. Therefore, the paper presents a way of computing and
examples of ranking objectified multiple criteria and (if possible) not requiring
the determination of weighting coefficients.
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1. Introduction. Evolution of cellular networks
The requirements of mobile telecommunication networks constantly change and grow;
a result of the integration of cellular networks with the Internet and television, the
development of diverse network services (starting with e-banking), and finally the
increase of requirements of business users for whom mobile telecommunication has
become a fundamental tool. Therefore, the classical cellular telecommunication net-
works change, as they are subject to long-term evolution. This evolution also con-
cerns the technologies used in those networks: they must anticipate the changes of
the requirements of users. Hence, one of the most-popular technologies is called LTE
(long-term evolution) [1, 5, 11].
Classical cellular telecommunication networks are built in the form of a honey-
comb containing alike hexagonal cells with antennas (base stations) located in the
center of the cells. Due to this evolution, they are enhanced by the addition of more
base stations, sometimes also in the form of a local honeycomb with smaller cells.
The placement of these base stations is particularly dense in business centers, where
the cells can correspond to separate buildings or even large rooms [4]. The cells of the
honeycomb are often deformed, particularly when directional antennas are used along
with omni-directional ones. In this paper, we assume (for simplicity) that networks
are designed as honeycombs with omni-directional antennas of diverse densities.
The design of such a network – whether as a new one or as a modification of
an existing one – is obviously based on a maximization of the expected profit with
a restricted or minimized investment cost. However, such a network must also take
into account a number of other technical or economic parameters, such as network
capacity, its coverage, operation costs compared to the initial investment cost, etc.
[7, 8, 9, 10, 13].
If profit is not a dominating criterion, then the selection of the best project is
actually a multiple-criteria optimization problem [3]. While avoiding rather-complex
algorithms of such an optimization, the designers of a new or modified network usu-
ally prepare several variants of network projects. A review of such variants enables us
to select a variant that appears to be best for the investor. However, it is possible to
support the investor in such a selection by presenting not only a list of design variants
but also a multiple criteria ranking of these variants to her/him. Until now, typical
methods of ranking were based on a weighted sum of the criteria employed, with
weighting coefficients specified by experts or the investor. However, such rankings
give highly subjective results; the purpose of this paper is to examine the possibility
of objectifying such rankings, following a method proposed in (Wierzbicki 2008) [12].
Such an objectification avoids specifying the weighting coefficients, replacing them
with aspiration and reservation levels computed from the data contained in the des-
cription of the design variants. Obviously, the investor might choose a variant not
necessarily from the top of the ranking, but holding such a ranking helps enrich the
decision process.
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The goal of this paper is to illustrate some possible ranking procedures. We first
assume some exemplary variants of network designs. To simplify the presentation, we
assume that the variants concern building a network from scratch, not a modification
of an existing network. However, the proposed methods can obviously also be applied
for rankings of the variants of network modification. The proposed ranking methods
relate to an objectified ranking; i.e., such a ranking that results only from the data
of the problem and does not require an assumption of the weighting coefficients.
Such a ranking method was also called objective ranking [12], but a fully objective
ranking does not exist since the selection of a ranking method is a subjective decision.
Actually, since network investments are highly profitable (particularly in concentrated
areas with a large number of business users), the profit criterion might turn out to be
dominating. However, it might be useful to compare or combine a ranking resulting
from this criterion with an objectified multiple criteria ranking.
2. Criteria of quality of cellular network design
There are many parameters that can serve as criteria for the quality of network
design. Among them are the contention ratio, coverage, delay budget, error loss rate,
expected number of users, expected yearly income, handover, interference, investment
costs, latency, network capacity, number of cells, operating costs, performance, QoS
various types of services, etc. However, we restrict this list to a selected number
of parameters in our examples while avoiding those that do not change significantly
between the considered variants of network design. Therefore, we assume the following
criteria of quality in a cellular network’s design:
• network capacity,
• expected number of users,
• expected yearly income,
• coverage,
• number of cells,
• interference,
• contention ratio (the number of users compared to network capacity),
• investment costs (CAPEX – capital expenditures),
• operating costs (OPEX – operating expenditures).
Network capacity is the maximum number of users utilizing the network at
the same time.
Expected number of users is the potential number of users utilizing the net-
work at any time.
Expected yearly income depends on the number and type of users; we assume
below that about 30% of the population on the area considered (i.e., about 55,000
people) will be utilizing the network. For simplicity, we assume that the yearly income
from an average customer (the average of private and business customers) will amount
to ca. 50 $ monthly.
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Coverage is defined as the percentage of the respective area that allows for
network communication.
Number of cells is the number of cells (or antennas) in the proposed network.
Interference is an indicator of the overlap of radio waves from neighboring
antennas on the junction of cells. This might result in disturbances that annoy the
user of a cellular network. On one hand, interference increases with the number of cells
in a given area; but on the other hand, the number of cells grows to serve a growing
number of users. Therefore, diverse technologies that limit interference are used. We
assume that such technologies are included in the design of the network and, thus, the
impact of interference is small (concerning only 1% of the area considered, although
it grows with the number and density of the cells).
Contention ratio indicates a possible overload of the network if all users were
to connect to the network at the same time. For example, a contention ratio of 50 : 1
would mean that 50 users would like to share the bandwidth designed to serve 1 user.
Obviously, a high contention ratio indicates a low quality of service.
Investment costs are the costs of building the network.
Operating costs are the yearly costs of maintaining the network.
Indicators such as the network capacity, coverage, expected number of users, and
expected yearly income are to be maximized, while the number of cells, investment
costs, operating costs, and interference are to be minimized. Similarly, the contention
ratio should be minimized if possible; if it is growing, the quality of the service
deteriorates.
3. Examples of design variants of cellular network
In this point, we present several variants of an example of cellular network design.
Real field data from an operating cellular network is considered a business secret of
the firm(s) that own the network. Experimental networks have data far different than
real field data. Thus, we assume data close to realistic cases in the following examples.
The following assumptions are made for these examples.
• A contemporary technology such as LTE was selected.
• The network will be built on a lowland area of 1250 square kilometers.
• One cell can simultaneously serve 300 users with a maximal throughput downlink
of 300 MB/s and uplink of 50 MB/s.
• The service will have mixed character: voice, data, video, etc.
• The number of people living in the area is 170,000. At least 30% of them will
use the network services.
• The coverage will exceed 70% of the area involved.
• The investment cost of one cell is 54,000 $ on average (smaller cells are cheaper,
and larger ones are more expensive).
• The operation cost of one cell is 10,800 $ per year on average. A return on the
investment costs is expected in five years.
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Variant 1
The density of population is not uniform in the area considered. The area consists of
a rural part with a population density of 50 persons per square kilometer and a city
with an area of 50 square kilometers and with a population density of 2500 persons per
square kilometer. A possible localization of the network cells is presented in Figure 1,
where blue indicates cells in the city, and black – cells in the rural area.
Figure 1. Localization of network cells in city and in rural area
Thus, the rural area amounts to 1200 square kilometers. If we assume that one
cell covers ca. 30 square kilometers, so 40 cells should suffice. One cell might serve
up to 50 x 30 = 1500 customers. Since one cell can serve only 300 customers at the
same time, the contention ratio of 5:1 is not excessive. The edges of the area or gaps
between the cells might be not covered by the network; hence, the assumed coverage
is 96%. The city area is 50 square kilometers, but more smaller cells are necessary.
If we assume 50 cells with 2500 customers per cell, then the contention ratio rises
above 8:1 (but, this is still admissible). Because of the large number of small cells,
the interference is 1%.
Variant 2
Even in the rural area, the density of the population might be not uniform. Besides
the rural area of 1050 square kilometers with a population of density 50 persons per
square kilometer, we also take into account a suburban area with a population density
of 250 persons per square kilometer and with an area of 150 square kilometers in this
variant. As in Variant 1, the city has a population density of 2500 persons per square
kilometer and an area of 50 square kilometers. The localization of cells in this variant
is presented in Figure 2, where blue represents the cells in the city, green – cells in
the suburban area, and black – cells in the rural area.
To cover the rural area, we need 1050 : 30 = 35 cells here (if one cells covers
30 km2). As in Variant 1, the contention ratio of 5 : 1 is not excessive. The city
area is covered by 50 cells (also like Variant 1), which results in a contention ratio of
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above 8. The suburban area of 150 km2 is covered by 30 cells, each covering 5 km2
and serving 1250 customers, which results in a rather low contention ratio of 4 : 1.
The coverage is about 96%, and the interference is 1.1%.
Figure 2. Localization of cells in city, suburbs, and rural areas
Variant 3
We assume here that Variant 2 is enhanced by a business center in the city with an
area of 1 square km and a large density of users (5000 persons/km2). To serve the
business center, 4 new cells are added, each serving 1250 users with a contention ratio
of 4 : 1. The localization of the cells in this variant is represented in Figure 3, while
brown denotes the cells in the business center. We assume a coverage of ca. 96% and
interference of ca. 1.2%.
Figure 3. Localization of cells in city, suburbs, rural areas, and business center
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Variant 4
We assume here that Variant 3 was enhanced by a business center of 1.5 km2 in the
suburban area. The expected density of users in this center is 2000 users per km2;
thus, new cells are added. The localization of the cells in this variant is presented
in Figure 4. The additional cells in the new business center are indicated by yellow;
the cells in city business center – brown; urban cells – blue; suburban – green; and
rural – black. There are 3 cells in the suburban business center; each can serve 1000
users. A good contention ratio of 3 : 1, and an interference of 1.3% is expected.
Figure 4. Localization of cells in city, suburban and rural areas, and urban and suburban
business centers
Variant 5
This variant is based on Variant 4 enhanced by a new enterprise zone in an area of
10 km2 covered by 3 new cells (depicted in solid blue in Figure 5).
Figure 5. Localization of cells in Variant 5, including city, suburban and rural areas, city
and suburban business centers, and new enterprise zone (solid blue cells)
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The expected density of users in the new zone is 300 users per km2. Each cell
can serve 1000 users with a contention ratio of ca. 3 : 1. The interference is ca. 1.4%,
and the coverage is (as in the other variants) ca. 96%.
Variant 6
This is Variant 5 enhanced in the city by a second business center of a 0.5 km2 area
served by 3 new cells (depicted by solid light red in Figure 6).
Figure 6. Localization of cells in new city business center (bright red cells), old city business
center (dark red cells), city, suburban and rural areas as well as suburban business center
and enterprise zone
The expected density is 6000 users per km2; hence, these 3 cells will potentially
serve 3000 users each; a new technology will allow us to serve 1000 users at the same
time with a contention ratio of 3 : 1. The interference is ca. 1.5%, and the coverage is
(as in the other variants) ca. 96%.
A comparison of the variants and criteria is presented in Table 1. The values for
the criterion “Coverage” are identical for all variants; hence, “Coverage” will not be
used as a criterion in the rankings. The values of the criterion “Contention” ratio
are different for the different areas; hence, to characterize the variants, their average




1 2 3 4 5 6
1. Network capacity 27 000 34 500 35 700 36 600 37 500 38 400
2. Expected number of users
1 year 20 000 25 000 30 000 33 000 36 000 39 000
2 year 30 000 35 000 40 000 43 000 46 000 49 000
3 year 40 000 45 000 50 000 53 000 56 000 59 000
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Table 1 – cont.
Criteria Variants
1 2 3 4 5 6
4 year 50 000 55 000 60 000 63 000 66 000 69 000
5 year 55 000 60 000 65 000 68 000 71 000 74 000
Average per year 39 000 44 000 49 000 52 000 55 000 58 000
3. Expected income
in thousands $
1 year 1 000 1 250 1 500 1 650 1 800 1 950
2 year 1 500 1 750 2 000 2 150 2 300 2 450
3 year 2 000 2 250 2 500 2 650 2 800 2 950
4 year 2 500 2 750 3 000 3 150 3 300 3 450
5 year 2 750 3 000 3 250 3 400 3 550 3 700
Yearly average 1 950 2 200 2 450 2 600 2 750 2 900
4. Number of cells 90 115 119 122 125 128
5. Interference 1% 1.1% 1.2% 1.3% 1.4% 1.5%
6. Contention ratio
Rual area 5:1 5:1 5:1 5:1 5:1 5:1
City 8:1 8:1 8:1 8:1 8:1 8:1
Suburban area – 4:1 4:1 4:1 4:1 4:1
City business centre 1 – – 4:1 4:1 4:1 4:1
Suburban business centre – – – 3:1 3:1 3:1
Enterprise zone – – – – 3:1 3:1
City business centre 2 – – – – – 3:1
Contention ratio
average weighted
7.03 6.57 6.51 6.46 6.42 6.37
7. Investment costs
in thousands $
4 860 6 210 6 426 6 588 6 750 6 912
8. Operational costs
in thousands $/year
972 1 242 1 285,2 1 317,6 1 350 1 382,4
4. Multiple criteria ranking objectified and subjective;
examples of computations
In [12], a detailed description of the objectified ranking is presented. The method re-
lies on the reference point approach; the reference values for all criteria result from the
data of the problem (that is, from the values of the criteria for all variants subjective
to ranking). Based on these reference values, the values of the partial achievement
functions for the criteria values and of the overall achievement functions for the sub-
sequent variants are determined. These last values are used as a basis for ranking;
hence, ranking is not based on the subjectively defined weighting coefficients but on
the situation of the criteria values for a given variant compared to the criteria values
for all variants. Obviously, even the choice of a ranking method is a subjective de-
cision; hence, such a ranking (even if was originally called an objective ranking [12])
should rather be called an objectified ranking.
108 Edward Klimasara, Andrzej P. Wierzbicki
In more detail, if we consider set K of criteria with the number of them K
and the set of decision variants W with the number of variants W, then for a k-th
criterion (assuming that it is maximized), reservation level rk and aspiration level ak




qkw/W ; rk = 0.5(q
lo
k +mk); ak = 0.5(q
up
k +mk),∀k ∈ K (1)
where qkw is the value of the k-th criterion for the w-th variant and q
lo
k = minw∈W qkw;
qupk = maxw∈W qkw. For minimized criteria rk = 0.5(q
up
k + mk); ak = 0.5(q
lo
k + mk).
After determining these reference levels for all of the criteria, the values of the partial
achievement functions for a given criterion and variant are determined as follows. For
maximized criteria:
σkw(qkw, ak, rk) =

α(qkw − qlok )/(rk − qlok ), for qlok ≤ qkw < rk
α+ (β − α)(qkw − rk)/(ak − rk), for rk ≤ qkw < ak
β + (10− β)(qkw − ak)/(qupk − ak), for ak ≤ qkw ≤ qupk
(2)
where 0 < α < β < 10, α is a parameter denoting the value of the partial achievement
function for qkw = rk and β is a parameter denoting the value of the partial achie-
vement function for qkw = ak. For minimized criteria (where the roles of rk i ak are
exchanged):
σkw(qkw, ak, rk) =

β + (10− β)(ak − qkw)/(ak − qlok ), for qlok ≤ qkw < ak
α+ (β − α)(rk − qkw)/(rk − ak), for ak ≤ qkw < rk
α(qupk − qkw)/(qupk − ak), for rk ≤ qkw ≤ qupk
(3)
The overall achievement function (whose values are used to determine the ob-
jectified ranking lists) is computed on the basis of the partial achievement functions
as follows:
σ(qw, a, r) = min
k∈K
σkw(qkw, ak, rk) + /W
∑
k∈K
σkw(qkw, ak, rk) (4)
where  > 0 is a parameter of a small parameter (e.g., (0,1–0,3)W). The ranking
obtained on the basis of values σ(qw,a, and r) for consequent variants w ∈ W is
called “objective” (or rather “objectified”), since it is based only on the data of the
problem (the values of qkw for k ∈ K and w ∈ W). Obviously, such a ranking can
be easily subjectified by assuming weighting coefficients αk for criteria k ∈ K and
modifying Eq. (4); e.g., to the following form:
σ(qw, a, r) = α1 min
k∈K1






αkσkw(qkw, ak, rk) (5)
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where
K = K1 ∪K2 (6)
with selected values of α1 and α2; e.g., α1 = 1, α2 = 0.2. However, it is better to
advise the decision maker (investor) to first look through the objectified ranking list
and then determine which criteria are most-important to him (belonging to set K1)
or to choose fully subjectively between the variants.
Examples of ranking computations
As a basis of further comparisons, we first assume that the investor is only interested
in one criterion – profit. In this example, we use the expected incomes minus the
operation costs during the first five years to compute the expected profits. The results
are presented in Table 2.
Table 2
Values of criterion expected profits in first 5 years
Criterion
Variants
1 2 3 4 5 6
Expected 5-year profit (in thousands of $) 4 890 4 790 5 824 6 412 7 000 7 588
Using only this criterion, we obtain an obvious ranking where Variant 6 is most-
preferred; this shall be called Ranking 0. In Table 3, the values of the corresponding




6 5 4 3 1 2
10.166 7.781 5.884 4.174 0.471 0.0
An objectified ranking using eight of the criteria treated as equally important
gives quite different results (called Ranking 1). In Table 4, the computed achievement




3 4 2 5 6 1
4.344 3.719 3.492 0.938 0.666 0.666
This essential difference results from the impact of criteria such as contention
ratio, interference, and investment costs that results in the preference of middle solu-
tions. However, an investor might insist on the use of expected profits as a dominating
criterion. Such a subjectified ranking might be obtained by summing the achievement
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values for Ranking 0 with weight α1 = 1 and for Ranking 1 with weight α2 = 0, 2 or
bigger. The results are presented in Table 5.
Table 5
Ranking 2 with weighting coefficients α1 = 1 and α2 = 0, 2
Variants
6 5 4 3 2 1
10.3 7.962 6.627 5.043 0.698 0.604
In order to escape the dominance of Variant 6, we would have to increase weight-
ing coefficient α2 to 1.5; this means that (at least in the assumed conditions) the
profit is a dominating and the robust criterion of choice (Tab. 6).
Table 6
Ranking 2 with weighting coefficients α1 = 1 and α2 = 1, 5
Variants
4 6 3 5 2 1
11.462 11.166 10.691 9.190 5.238 1.471
Further increase of weighting coefficient α2 results in the dominance of middle
Variants 4 and 3. In Table 7, we give the results of ranking with weighting coefficients
α1 = 1 and α2 = 1, 8.
Table 7
Ranking 2 with weighting coefficients α1 = 1 and α2 = 1, 8
Variants
4 3 6 5 2 1
12.578 11.995 11.366 9.471 6.285 1.671
5. Essential findings
The results of the experiments listed above can be interpreted as follows:
• The objectified ranking results in high-ranking positions for variants with well-
balanced parameters, not for variants with extreme parameters values. Thus,
objectified ranking might better represent the interests of a regulatory office, not
the interests of investors.
• However, it is easy to make the objectified ranking slightly more subjective by
using the achievement function of form (5); such rankings might be preferable
for investors.
• The use of the objectified ranking or its diverse modifications enriches the decision
process and clarifies the intentions of the investor.
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6. Conclusions
Multiple criteria ranking can be used in the design of mobile telephony networks.
The examples listed above show how to apply such a ranking. These examples are
obviously some simplification of real conditions, but they can be enhanced or modified
depending on the needs of the investors. An analysis of the resulting rankings and
variants can help the decision maker – the investor – to choose the best solution. In
the current market situation, the investments in areas of many business users are so
profitable that they dominate over investments in rural or even suburban areas, while
the latter are preferred by regulatory organs for social reasons. Objectified rankings
suggest solutions closer to the regulatory preferences, but investors in this situation
will mostly use profit as dominating criterion.
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